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Plug de connecteur de thermocouq_le de fil rapide
standard - Socket AS-K-MQ-FQ Type K ANSI

29, 9———= [=—13—
T g 5
o b= 7@
—] }7—-‘_
7
'LHI-‘
@2.7 thru hole
D V"
Ll NI

\\ 5.14/F (2.8 deep)

Standard in-line Plug - Quick Wire

{dimensions in mm)

1

g
/{ '-._-. : a ‘.'n
@@ @GB- L @) I Q__\.
o Q| |
ol

‘—[Oq|i| GD _——@2.7 thru hole & -

0
0

o o o™,
j—\o_f:fﬁ T5.14/F (2.8 deep) .,- 4
101 |— \-_g Q\ [ y

Standard in-line Socket - Quick Wire - :} /
(dimensions in mm) @ P

Labfacility are the UK's leading manufacturer of Temperature Sensors, Thermocouple Connectors and associated
Temperature Instrumentation and stockings of Thermocouple Cables. The Company has been trading since 1971
and is ISO9001 accredited.
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Plug standard de fil rapide de connecteur de thermocouple - Socket AS-K-MQ-FQ Type K ANSI

Connecteur standard avec des broches rondes solides. Connexion jab-in facile pour la résiliation rapide. Il suffit de
pousser le fil et serrer la vis.

Spécifications

Specifications

Product Code XE-1066-001

General Description Easy 'jab-in' connection for rapid termination, contacts are polarised to prevent
incorrect connection

Thermocouple Type K ANSI

Connector Size Standard

Connector Type Quick Wire Plug & Socket

Colour Yellow

Max. Temperature 220°C

Pins Solid Round Pins

+Positive Contact Nickel Chromium

-Negative Contact Nickel Alloy

Standards Met BS EN 50212:1997. RoHS

Series Standard Connector
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