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TEMPERATURE & PROCESS TECHNOLOGY

Sonde thermocouple polyvalente JIS Type K, cble isol
en fibre de verre avec tresse en acier moxydable se
terminant par des queues nues, prise miniature ou

ctandard

Click here to view product

Product Code XE-0768

General Description Rugged thermocouple with stainless steel sheath
Thermocouple Type K

Thermocouple Junction Grounded hot junction for fast response

Probe Diameter 4.5mm

Probe Length 150mm

Cable Length 1lor2m

Cable Type Glassfibre insulated lead with stainless steel overbraid
Core / Strands 7/0.2mm

Termination Type Bare tails, Miniature or Standard Plug (with cable clamps)

www.labfacility.com | sales@labfacility.com

sales tel: +44(0)1243 871280



https://www.labfacility.com
https://www.labfacility.fr/jis-type-k-gnral-usage-thermocouple-sonde-verre-isol-cble-avec-acier-inoxydable-sur-tresse-terminage-dans-queues-nues-miniature-ou-prise-standard.html
https://www.labfacility.com/accreditations
tel:00441243871280

LABFAC".'TY Data Sheet Page 2 of 2
§§§"_§§§ TEMPERATURE & PROCESS TECHNOLOGY

Max. Temperature +350°C

Min. Temperature -60°C

Standards Met JIS
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