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Labfacility are the UK's leading manufacturer of Temperature Sensors, Thermocouple Connectors and associated
Temperature Instrumentation and stockings of Thermocouple Cables. The Company has been trading since 1971
and is ISO9001 accredited.



https://www.labfacility.com

Datasheet

Le timtre laser est un outil trs polyvalent et pratique conu pour un large ventail dapplications industrielles et de
construction. Il fournit des mesures prcises de distance, de surface et de volume, ce qui le rend inestimable pour les
professionnels qui ont besoin de prcision et defficacit sur site.

Idal pour une utilisation dans de grands espaces tels que des pices, des appartements, des btiments, des
dveloppements immobiliers, des usines, des entrepts, des jardins, des routes et des projets dinfrastructure, cet
appareil garantit des rsultats fiables et cohrents. Sa conception facile utiliser permet des mesures rapides et prcises,
ce qui permet de gagner du temps, de rduire les erreurs et damliorer la productivit dans de nombreux domaines o
des donnes de distance et de dimension prcises sont essentielles.

Spcifications

Specifications

Product Code XE-4158-001

Model GT120M

General Description Laser Distance Meter with Built-in Spirit Level

Type Single/Continuous Measurement - Area/Volume/Pythagorean Calculation
Measurement

Communications Protocol Laser: class Il, 635nm, <1mW

Accuracy +/-2mm / +/-100*10-6*D

Readings Data Storage: 30 groups

Storage Temperature Range -20°C - 60°C

Ambient Operating 0°C - 40°C

Temperature

Battery 3x 1.5V AAA

Dimensions 110 x 51.3 x 26.5 mm

Automatic Shutdown Automatic laser shutdown: approximately 30 seconds of inactivity. Auto power
off: approximately 180 seconds of inactivity

Weight 90.29g

Contact Us
www.labfacility.com sales@labfacility.com +44(0)1243 871280



https://www.labfacility.com
https://www.labfacility.com
mailto:sales:labfacility.com

